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Longs Electronics

Apollo "Ventura 4000" 2,000 Lumen Portable Overhead Projector 2 $
11 1/4" x 11 1/4" stage aperture
3-element vari-focal lens / Lamp changer
Focal length: 10 2/5"-12" / Fold down arm
Uses 360 watt EYB lamp (2 included); average life 75 hours
Fan cooled operation with safety thermal cut-off switch
Hard plastic stage cover with handle
15' detachable power cord
Dimensions: 12 4/5"W x 15 9/10"H x17 1/10"D

DVD Recorder/VCR Combination 2 $
One-touch copy-transfer tapes to DVD or DVD to tapes

Record to DVD-R and DVD-RW discs

Playback DVD Video, DVD+R, DVD+RW, DVD-R, DVD-RW,

Audio CD, Video CD, MP3 and JPEG on CD-R/CD-RW, and

Kodak Picture CD

Progressive scan for high quality video

Record up to 4 hours on a single disc

Multibrand remote control

Dimensions: 16 9/10"W x 3 7/10" H x 14 1/5"D

32" Stereo Color Television 1 $
Dark tinted picture tube enhanced image viewing
5-Video status settings (TheatrePro D6500K, Standard, Game,
Sports, Dynamic) for enhanced viewing based on input content
3-line digital comb filter with BLE-Black Level Expansion for color
image enhancement
BBE High Definition Sound for clear and natural sounding audio
Hyper Surround Sound feature for 3-dimensional sound effect
3 A/V inputs (2 rear, 1 front)
S-video and component video inputs
Fixed audio out
Universal remote control
Dimensions: 37"W x 27"H x 22 1/2"D

50-Pack Digital Audio CD-Recordable (CD-R) Discs 1 $
Special formulation for data & music recording

Compatible with certified CD audio recorders

Data storage capacity: 700 MB

Recording time: 80 minutes

Not printable

Stereo/Mono Headphones - CALIFONE Headphones 24 $
3.5mm plug and 1/4" phone plug adapter - works equally well with

both stereo and mono sources

Each earpiece features a separate volume control

Durable, 6' coiled cord

Adjustable, padded headband

50-Pack Recordable DVD-R Discs 50 $
4.7 gigabytes of storage

Handy spindle for easy disc retrieval

Matte white surface- ink jet printable

NADY SYSTEMS - Nady 4 Channel Wireless Microphone System 1 $
With 3 Lavalier and 1 Handheld Microphones

Dual antenna receiver-four independent receivers operating on four

different factory-installed frequencies, between 170 and 216 MHz,

in the VHF high band

All four channels feature specialized companding circuitry for clean,
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natural sound that is indistinguishable from hardwired systems

Full 120 dB dynamic range for natural, rich sounding voice reproduction
Receiver has four 1/4" phone jacks for output to sound system. 120V AC
Transmittters use 9V battery (extra)

Three LT-10 bodypack transmitters with attached condenser microphone
One HT-10 handheld microphone transmitter

One VHF four channel receiver

Complete 200 Watt Stereo Wireless Sound System

One, 10-Channel Stereo Powered Mixer:

400 watts (200x2) @ 4 ohms

10 stereo channels /' 1/4" and XLR inputs
Individual monitor level control

High, Mid and Low frequency equalization

Individual channel equalization

Stereo 2-track input channel with 3-band EQ

Dual 7-band graphic equalizer

Effects bank and select switch

+48V phantom power with LED indicator

Line loop / Auxin / Effectsloop / Tape record and play jacks
Headphone jack with level control

Dimensions: 18 9/10"W x 12 1/5"H x 13"D

Two, Nady UHF-10 Wireless Handheld Microphone Systems:
Two, UHF-10 DigiTRU Diversity receivers with tone squelch, noiseless
transmitter on/off switching, 1/4" unbalanced and XLR balanced
outputs (cable included) and full LED Indicator

Choose from 800.2 MHz; 803.3 MHz: 794.9 MHz; or 796.3 MHz
Two, UH-10 handheld microphone transmitters with DM10D
unidirected dynamic cartridge for optimum true sound

Two, Microphone Floor Stands:

Height adjusts from 35" to 63"

10" round base

Ebony finish

Two, SoundTech 15" Speakers:

200 watts continuous, 400 watts program

Impedance, full range, 8 ohms

Dimensions: 20 1/2" W x 27 1/10"H x 154/5"D

Two, Tripod Speaker Column Stands:

Support speakers up to 100 Ibs.

Height adjusts from 50" to 70"

Ebony finish

Two, 50 ft. Speaker Cables:

18 gauge, 2 conductor

Two, 9 Volt Batteries:

For wireless mic transmitters
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REQUISITION # 173748 QTY

2 $ 129.90
Wall/Ceiling Standard A/V Format Projection Screens with Matte
White Screen Fabric
Camlok roller system with nylon bearings
Mechanical pull-down system
Octagonal steel case design with flat back to prevent premature
surface wear
Dimensions: 70"H x 70"W

Apollo Education Overhead Projector with Bretford Cart 1 $ 169.00
Includes: Apollo 8100 Overhead Projector

Multi-layered fresnel lens for precise, edge-to-edge even brightness
High-efficiency cooling system extends life of the bulb and prevents
bulb burn out

Handy internal storage compartment for power cord, spare lamp,
head and post

Projects over 2,000 lumens of bright light

Uses EYB lamp

Limited Lifetime Warranty

Bretford A2642 Adjustable A/V Cart

Adjusts to five heights: 26", 30", 34", 38" and 42"

All steel welded construction

Projector Closed Dimensions: 13 3/4"W x 9 1/2"H x 14"D

Cart Dimensions: 24"W x 26-42"H x 18"D

"Power Disc 5200" One-to-One CD Duplicator 1 $ 272.95
Most reliable, robust one-to-one system available today

52x recording speed

Supports most CD formats, including CD + G

Slow copy speed to 4x / Track Extraction

Industrial style fan and power supply for 100% duty cycle

Dimensions: 9 1/4"W x 5"H x 12 3/4"D

Midland Two-Way FRS/GMRS Radio with Up to 10 Mile Range 2 $ 95.90
Three watts of power / 836 privacy channels / Water resistant

Works with all FRS/GMRS radios / Auto squelch / Belt clip

Uses 4 "AAA" batteries or optional battery pack/charger

Hands-free operation / Backlit LCD

8 mile range on land, 10 mile range over water

2,000 Lumen SVGA Digital Video Projector 1 $ 1,310.95
SVGA native resolution - 800 x 600; UXGA maximum resolution -
1,600 x 1,200
Screen size range: 30" to 300"
Throw distance: 3.92' to 24'
Keystone correction - +/- 5* horizontal; +/- 15* vertical
300:1 contract ratio / 16.7 million colors
Aspect ration: 4:3 native, 16:9
Video compatibility - NTSC, NTSC 4.43, PAAL, PAL-M, PAL-N,
SECAM
HDTV: 480i, 480p,525i, 525p, 720p, 1080i
Remote control / Soft carry case
Dimensions: 11 2/5"W x 3"H x 8 3/10" D

REQ # 173748 Total $ 1,978.70
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